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TECHNICAL SPECIFICATIONS: NEW Garrett ACE Detectors

COMPARISON CHART

Digital Target ID (0 to 99 scale)   

Iron Discrimination Segments 1 6 6
Notch Discrimination Fixed Adjustable Adjustable
One-Touch Treasure Hunting   

Search Modes 3 5 (Plus Pinpoint) 5 (Plus Pinpoint)
Sensitivity/ Depth 
Adjustments

4 8 8

Electronic Pinpointing No  

Frequency 6.5 kHz, fixed 8 kHz, adjustable 10 kHz, adjustable
Camlocks for more stem stability   

Audio Tone ID Levels 3 3 3
Iron Audio™ No No 

Target Depth Indicator   

Battery Condition Indicator   

Standard Searchcoil 6.5" x 9"  concentric 
PROformance™

7" x 10" concentric 
PROformance™

8.5" x 11" DD 
PROformance™

Volume Control Headphones No  

Length (Adjustable) 42" to 51" 
(1.06m - 1.29m)

42" to 51"  
(1.06m - 1.29m)

42" to 51" 
(1.06m - 1.29m)

Total Weight 2.75 lbs (1.25 kgs) 2.8 lbs (1.27 kgs) 2.9 lbs (1.32 kgs)
Batteries 4 AA (included) 4 AA (included) 4 AA (included)
Warranty 2 Year,  

Limited Parts/Labor
2 Year,  

Limited Parts/Labor
2 Year,  

Limited Parts/Labor

What’s in the Box? Owner’s manual
Easy Stow head-

phones, ACE cover-up,  
coil cover, manual

Easy Stow head-
phones, ACE cover-up,  

coil cover, manual

ACE 200i:
Light weight, powerful, entry-
level detector that’s easy to learn. 
Simple One-Touch operation; 
turn on and begin hunting!

Ideal for: Coins, jewelry, dry beach 
and fresh water wading. Can  
also be used for entry-level 
prospecting and relic hunting.

ACE 300i:
A powerful performer at a bargain 
price. The ACE 300i has more modes 
than an ACE 200i and enhanced 
features to help find more treasure.

Ideal for: Coins, jewelry, artifacts,  
dry beach, fresh water wading  
and rallies/competition events.  
Can be used for entry-level 
prospecting or cache hunting.

ACE 400i:
The top of the ACE family, the 
400i has new Iron Audio feature, 
a powerful DD coil, a higher 
frequency, and volume control 
headphones.

Ideal for: Coins, jewelry, artifacts, 
dry beach, fresh water wading, 
rallies/competition events, cache 
hunting, and it has improved 
features for prospecting. 

ACE OVERVIEW AND APPLICATIONS

“This machine is a silver finder” 
—Michael Bennett, ACE 400 field tester. 

Michael found a silver ring and five silver coins 
in his first hunts with an ACE 400.

Henry VI Fourpence (“Groat”) 
circa 1427-1430, discovered by 
a Garrett field tester with the 
ACE 300i.



• Digital Target ID (0 to 99 scale) 

• Camlocks for better stem stability 

• Pulse-Width Modulation audio: sharper, 
more responsive audio 

• Three Search Modes 

• Four Sensitivity Adjustments 

• Coin Depth Indicator 

• 6.5 kHz Frequency 

• Low Battery Indicator 

• Digital Target ID (0 to 99 scale) 

• Pulse-Width Modulation audio: sharper, 
more responsive audio 

• NEW 7” x 10” PROformance™  
concentric searchcoil 

• Increased Iron Resolution: 3 times more 
iron resolution than an ACE 250, to help 
overcome target masking in iron-laden 
hunt sites 

• Higher Frequency (8 kHz) 

• Adjustable Frequency: to help eliminate 
interference 

• Camlocks for better stem stability 

• Battery Condition Indicator 

• Includes 3 FREE Accessories

• Iron Audio™: allows user to hear 
discriminated iron targets and to alter  
the mid-tone signal range 

• Digital Target ID (0 to 99 scale) 

• Pulse-Width Modulation audio: sharper, 
more responsive audio 

• Increased Iron Resolution: 3 times more 
iron resolution than an ACE 250, to help 
overcome target masking in iron-laden 
hunt sites 

• Higher Frequency (10 kHz) 

• Adjustable Frequency: to help eliminate 
interference 

• 8.5” x 11” PROformance™ DD searchcoil 

• Camlocks for better stem stability 

• Includes 3 FREE Accessories

8.5” x 11” inch Double D 7” x 10” inch concentric 6.5” x 9” inch concentric

3 FREE Accessories 
with ACE 400i and ACE 300i

Environmental
Cover-Up

ClearSound 
Easy Stow Headphones

ACE 400i  
8.5 x 11" DD searchcoil cover

ACE 300i  
7 x 10" searchcoil cover

How are the U.S. versions of these ACE detectors different?  
Different Target ID legends to specify U.S. coins; variances in Mode/Discrim patterns; different numbers of Iron 
Discrim pixels; and redivisions of the mid-tone/high-tone audio break points.



800.527.4011    •    1.972.494.6151
1881 W. State St. Garland, TX 75042 

See videos of the new ACE detectors on garrett.com


